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(b) An approved positive automatic shut-off valve or regulator shall
be provided in the fuel system at some point ahead of the inlet of the
gas air mixer, designed to prevent flow of gas to the mixer when the
engine is not running.
4.9. Capacity of Containers.
(a) No single fuel container used exclusively for supplying fuel to the
motor shall exceed 300 gallons water capacity.
DIVISION V.
STORAGE OF CONTAINERS NOT INSTALLED FOR USE AT
FINAL UTILIZATION POINT.
Containers stored or in the process of filling or handling at container
filling plants with permanently located bulk storage tanks or at plants
devoted primarily to the storage and distribution of other petroleum prod-
ucts are not covered by the provisions of this division.
5.1. Storage on Premises of User.
(a) Containers on the premises of users that are not in use or con-
nected for use shall be stored according to the requirements applying to
containers connected for use in Section B.5, 1.5(a) and 2.5; except that
portable I.C.C. containers on the premises of industrial users may be
stored as follows:
(1) Cylinders, stored inside a building except those in actual use or
attached ready for use, shall be limited to a total capacity of 2,000 cubic
feet. For storage in excess of 2,000 cubic feet total gas capacity, cylinders
shall be kept outside or in a separate room or compartment or in a
special building.
(2) Cylinders may be stored in the open provided valves and safety
devices are protected against accumulation of ice and snow. Cylinders
permitted inside of buildings shall be stored away from highly combus-
tible materials and in locations where they are not liable to excessive rise
in temperature, mechanical injury or tampering by unauthorized per-
sons. Empty cylinders shall have their valves closed in storage and
when shipped.
(3) Storage rooms or Compartments. *Where cylinders are stored
inside buildings, they shall be enclosed in a separate room or compart-
ment of ample size. The walls or partitions, floor and ceiling of such
room or compartment shall be of one of the types of construction listed
below or other construction equivalent in strength and fire resistance;
walls or partitions shall be continuous from floor to ceiling and shall
be securely anchored. At least one wall of an inside cylinder storage
room shall be an exterior wall.
Gypsum or cement plaster at least ;4 of an inch thick on metal lath
on each side of a stud partition.
Expanded metal lath encased in solid cement plaster not less than
2Y4 inches thick.


